ZECOTONE’

MIST NETS

FIELD EQUIPMENT


https://en.ecotone.com.pl/
https://en.ecotone.com.pl/

Table of Contents

MISt NS e 3
Series M; nylon e 4
Series Hy nylon e 4
Series 700p (75d/2-ply polyester)  .coveeviriicrccreeaeen, 5
Series 700 (70d/2-ply nylon) ... 5
Series 1000 (110d/2-ply nylon) .o, 6
Series 2000 (210d/2-ply nylon) .o, 7
MiSt NetS ACCESSOTIES ..vvivvirviiriirrierieecieeie e e re e e sreesreeaeens 8
Pesola spring balances...........ccccvvccueinnevcnnnccinnicceeceeee 9
Electronic balances  .......cocooevieeecieceeceeeeeee e 9
Wing rulers, wing & tail ruler ..., 9
Temperature & humidity loggers ..o 10
Callipers ot s 10
Colour plastic FiNGS  ..c.eveueecereererereiereiereeeeeeereeseesese e 10
Metal bird rings oo 10
Banding PlErs .......ccceveceririccinrccierc e 11
Pliers for plastic rings application  ......cccoecvvevvcnecrnencrreennes 11
Cotton bird holding bags  ..c.covveeirccrrccecccccee 11
Sherman traps i 11
Clap-Net trap .oevvevevereerereeeeeiereietetete ettt aeaees 11
Ecotone binoculars & field scopes ..o, 12
Ecotone binoculars & field scopes — ...cccovevecinnnccnnccreee 13
Ecotone GPS Telemetry 14
- the graphs ACtivity report  .....cccoveeceeurneceenenccerecceerecenes 15
- GPS-UHEF trackers LRD (long range download)  ............... 16
- GPS-UHEF trackers SRD (short range download) ............... 16
- base stations & aCCESSOTIES  ....cooeeverrerereererereeeeereeete e eeaeeas 17
CREX, KITE -L .ottt esse e saeaens 18
KITE = M, KITE = H' ooooooeeeeeeeeeeeeeeeeeeeeeeeee e seeeees e 19
- GPS-UHF trackers SRD (short range download) ............... 20
- shopping possibility information .......ccccccovevevevcrrvcrnevcrnecnnns 21

HOME


https://en.ecotone.com.pl/gps-telemetry,4,35.html
https://www.ecotone.com.pl/produkty/logger-crex-gps-gsm-gprs.html

ADVANTAGES:

o The quality and efficiency of our nets are result from more than 30 years of experience.

o All our nets are made from the highest quality nylon and polyester netting.

o Most are made of Japanese netting, except for a few specialised models, such as the strongest
series 2000.

o All our nets are black, UV protected; the material and colours are durable and longlasting.

o The special knots used in our nets help to prevent the loops and shelf strings from moving.

o The construction with positioning strings prevent wind shift of the netting.

o Each net come with Ecotone cotton made bag.

LOOPS:

o From 2009 our net’s loops are marked with an indelible serial number and the company’s name
to help control quality and to track nets used illegally.

o The serial number is placed on one of the colour loops and on the product label.

o Our new mist nets loops are longer and stronger than previously used.

« Top loops are colour-coded and equipped with stoppers to make fast setting easier.

o New loops are designed to be used especially with our Mist Net Poles.

MAIN FEATURES:

o Net dimensions: length without loops and stretched to a standard tension, height and number
of shelves are shown in the table.

o The thickness, visibility and strength of the nets is indicated by the denier (a unit of weight for
fibres) and the number of fibres used in the netting. So 70denier/2-ply netting is lighter and
thinner than 110d/2-ply netting, and 210d/2-ply is thinner than 210d/3-ply netting.

o Mesh size is measured by one side of the squared mesh - ,,16 mm” refers to a 6x16 mm mesh.

o Nets of up to three shelves are tethered on a single shelf strand to prevent wind bunching the
netting. Nets with four or five shelves feature two tethered strands.

TO PREVENT ILLEGAL HUNTING with Ecotone mist nets, we require our customers
to send a copy of their ringing licence or a recommendation from a scientific institution before
we can process orders.

HOW TO CHOOSE MIST NETS: First consider: what animals you intend to catch;
bats or birds: Sample groups used in the tables: A - small passerines; B - medium passerines;
C - waders, small ducks, small & medium terns; D - small owls & raptors, medium & ig waders;
E - owls, medium raptors, medium & big ducks; F - big raptors, geese, cormorants.

Size, strength and behaviour of the animals you are targeting, features of the habitat where
you plan to use the nets: open or dense vegetation, height of vegetation, light conditions.
Then select the features of the net: most effective type of material and the thickness of the yarn,
size of the mesh, number of shelves and height of the net; length of the net.
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Series M; nylon. Nearly invisible, ultra-thin (0.08 mm) monofilament netting. Nets with 14
mm x14 mm mesh are perfect for catching the smallest birds, such as hummingbirds and small
bats such as Pipistrellus sp. Nets with 20 mm x 20 mm mesh are designed to catch medium-sized

bats.

Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:

M-14/2 2

M-14/3 3

M-14/6 6

M-14/9 14x14 24 9 &
4 joc]

M-14/12 12 2

M-14/15 15

M-14/18 18

M-14/21 21

M-20/3

M-20/6

M-20/9

M-20/12 20x20 2,4 12 4 g

M-20/15 15

M-20/18 18

M-20/21 21

Warning: Nets M-20 are recommended only for advanced users and in places with a low concentration of bats.

They are so effective that it is difficult to remove large catches quickly.

Series H; nylon. Netting called ‘Hair’ or ‘Puppy Net’ is made from special chain-like thread
which makes it soft and elastic. Thanks to this features shelves are not loose and less visible in hab-
itat, the bat or bird tangle easy and can’t run away from the net. Netting doesn’t soak with water,
white netting on request.

Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
H-3 3

H-6 6

H-9 9

oo 14x14 4 > . ;
H-15 15 @
H-18 18

H-21 21
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Series 700P (75d/2-ply polyester). These nets are recommended for catching small
birds and bats. They are barely visible and can be used in any habitat, including open areas.
The polyester fibre is UV resistant and does not absorb moisture. In the morning or after rain just
shake the net to remove droplets. A well - stretched net has only one layer (no pockets) and bats
are less likely to echolocate it than a classic net.

Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:

716/3 P 3

716/6 P 6

716/7 P 7

716/9 P 9 &
16x16 2,5 5 joc]

716/10 P 10 g»

716/12 P 12

716/15 P 15

716/18 P 18

Series 700 (70d/2-ply nylon). The most popular line with our customers. The high-quality
nylon netting is deep black, UV stable and strong. The nets are barely visible, softer than polyester
and are very effective. Used for catching birds in all kinds of habitats, including open areas. Nets
with 30 mm x 30 mm mesh are designed to catch medium-sized bats.

Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
716/3 3
716/6 6
716/7 7
716/9 9
2,5 5
716/10 16x16 10 >
716/12 12
716/15 15
716/18 18
716/12L 1 12 2
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Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
719/3 3

719/6 6

719/7 7

719/9 3 9

719/10 19x19 10 > w
719/12 12

719/15 15

719/18 18

719/12L 1,2 12 2

730/9 9

730/10 10 g
730/12 30x30 3,2 12 4 ‘;
730/15 15 @]
730/18 18

Series 1000 (110d/2-ply nylon). These nets are strong and durable, but still thin and very
effective. They remain as strong and as black as new after 500 days of continuous exposure in the

field. These nets are ideal for long-term work, are very safe for birds and are easy to use. They are
suitable for catching small and medium-sized birds. This series can be used in any habitat, but we
recommend that they be set in front of trees or bushes to decrease visibility and to increase their

effectiveness.
Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
1016/3 3
1016/6 6
1016/7 7
1016/9 9
16x16 2,5 5 >
1016/10 10
1016/12 12
1016/15 15
1016/18 18
1019/6
1019/7
1019/9
1019/10 19x19 3 10 5 =
1019/12 12
1019/15 15
1019/18 18
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Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
1022/12 12
3,2 4
1022/18 18 o]
22x22 y
1022/12L 12 o
1,6 2
1022/18L 18
1030/12 12
1030/15 32 15 4
1030/18 30x30 18 ]
1030/12L 12
1,6 2
1030/18L 18
1045/12 12 o
45x45 32 4 N
1045/18 18 <

Series 2000 (210d/2-ply nylon and *210d/3-ply nylon). Very strong and durable nets
for catching relatively big birds. Recommended for use in shadow where the nets are less visible.
Nets 2019 are designed for catching birds at night, such as when using recorded calls.

Code Mesh (mm) = Height (m) = Length (m) Shelves Use for:
2019/12% 12

19x19 2,1 3 @]
2019/18% 18
2030/12 12

3,2 4

2030/18 30x30 18 ]
2030/12L 1,6 12 2
2045/12 12 o
2045/18 45xd5 32 18 4 o
2060/12 12
2060/18 60x60 3,2 18 4 e
2060/21 21
2070/21* 70x70 3,2 21 4 e=!
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ALUMINIUM MIST-NET POLES - Ecotone aluminium mist nets poles are designed for
ornithological and bat mist nets. Thanks to segmental construction it’s very easy to adjust height
of the pole to your own needs, especially to use with high nets: 4m, 5m and more. Our net poles
are fully made from high quality aluminium which makes them lightweight, very durable and
non-rust. Seamless connections to make nets slide without any obstruction. Each section ends
with pivot. The pivot has two holes: one to mount guy ropes and the other for extra string to
easily pull mist net to the top of the pole.

PROMOTION: Now with each Pole Set you will get a mounting set GRATIS!

TELESCOPING MIST-NET POLES - designed and produced by ECOTONE.
Lightweight telescoping construction make these poles easy to transport and operate. Strong
enough to support 20 m-plus nets and the weight of heavy birds. All surfaces finished in mat
black - poles do not scare birds. Top of each section reinforced with a
metal ring. Reduced flexibility - tube walls are more than twice as thick
as those used for fishing rods. Bottom section fitted with strong spike to
anchor pole in the ground. Can be easily folded when removing birds or
bats from higher parts of the net. Secure section’s joints - poles do not
collapse occasionally when operating.

BAG for mist nets poles: - designed for Ecotone’s mist net poles
Ideal to transport and protect poles.

MOUNTING SETS for mist nets poles:
- for aluminium mist-net poles
- for telescoping mist-net poles
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PESOLA SPRING BALANCES ELECTRONIC BALANCES

Model Capacity/division Code Capacity/division
Light Line PPS200 200g/0.01g
T 10g/0.1 CL-201 200g/0.1g
CL-2000 2000g/1g
10020 208/02¢ CL-5000 5000g/2g
10050 50g/0.5g MS-1000 1000g/0.2g
10100 100g/1g PTS-3000 3000g/0.1g
10500 500g/5g
11000 1000g/10g
Micro Line
20010 10g/0.1g
20030 30g/0.25g
model CL
20060 60g/0.5g
20100 100g/1g WING RULERS
Medio Line
Code Division
40300 300g/2g
Ruler 15 15 cm
40600 600g/5g
Ruler 30 30 cm
41000 1000g/10g Ruler 50 50 cm
42500 2500g/20g Ruler 100 100 cm
43000 3000g/20g
Macro Line t— BT tisst el o -
80005 5kg/50g —
80010 10kg/100g
WING & TAIL RULER
80020 20kg/200g
80035 35kg/500g
80050 50kg/500g
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TEMPERATURE & HUMIDITY LOGGERS

»iButton” miniature loggers for long-term
ambient conditions monitoring, e.g.
in bat colonies, nest boxes.

Model Temperature range

DS1921G -40°C to +80°C

DS1921H +15°C to +46°C

DS1921Z -5°C to +26°C

DS1922L -40°C to +85°C

DS 1922E New +15°C to +140°C

DS1922T 0°C to +125°C

DS1923 (Hy- -20°C to +85°C

grochron) Includes 0 to 100% Humidity Logger

Accessories: USB readers, holders, markers, ect.
COLOUR PLASTIC RINGS

401/5 2.3,2.8,3.1,4.0,4.5

401/18

=3 148

Round split rings 1,8-18 mm 2,8-19 mm

1826mm | -

11.0, 14.5, 15.5, 17.5, 19.0

METAL BIRD RINGS

CALLIPERS
Code Range/accuracy
MEASY 150mm/67,
dial 0,1 mm/0,001”
MEASY DG 150mm/6”,
digital 0,1 mm/0,001”
-,
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BANDING PLIERS PLIERS for plastic rings application

from 2mm - 7 mm in diameter.

COTTON BIRD HOLDING BAGS

PLIERS-S size from 2.5 to 7 mm

size bigger than 14 mm

small (15x20) cm

large (25x30) cm

SHERMAN TRAPS

They are used to catch a wide variety of small mammals including
shrews, voles, mice, rats, chipmunks, flying squirrels and ground
squirrels. The most common reported uses are population studies,
collection, teaching and ecological or environmental impact studies.
« safe and effective

« sized for every need

o durable and easy to transport

CLAP-NET TRAP e

Metal frame construction, net stretched on the bottom

and cotton fabric on the top.

« Ecotone Clap-Net Trap 30x30 cm
dimensions: 30x30x15cm, weight 180g
(for birds not bigger than jay)

« Ecotone Clap Net 40x40 cm
dimensions: 40x40x20cm, weight 380g
(for birds not bigger than lapwing)

« Big Clap-Net Trap for raptors
dimensions: 82x92x47 cm, weight 1650g.
Easy to transport, light, clap-net trap for raptors
and other big birds.
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ECOTONE BINOCULARS & FIELD SCOPES.
KAMAKURA JAPAN - FOR ECOTONE.
High resolution and perfect color fidelity in a wide range of light conditions. All models offer high
standards of performance, design and quality.
o Aspheric, Long Eye Relief (LER) eyepiece lens design ensures eye relief with or without
glasses and provides full field of view;
o Super High Reflection (SHR), Phase Corrected (PC) and multicoated BAK-4
prisms optimize image definition;
 Newly designed Fully Flat Multilayer Coating (FFMC) on all air-glass surfaces
improves light transmission to more than 99%;
« The lightweight and durable magnesium or aluminum, nitrogen-filled, waterproof body is covered
with natural rubber, which provides maximum protection and comfortable handling
in all weather;
« Al ECOTONE binoculars have full internal focusing. 2- or 3-stage locking twist- up eye cups
are metal-reinforced and rubber finished.

ECOTONE BINOCULARS MR-3 SERIES
MR-3 8x42 & MR-3 10x42

New-generation binoculars, perfect brightness, high image
resolution and edge-to-edge sharpness. Recommended

for experienced ornithologists.

o Ultra-low-dispersion ED lenses

« Plasma coating on the outside surface of the eyepiece
and objective lenses

« Phase-correction coating on prisms enhances resolution
and contrast

» Newly designed coatings: SHR on prisms and FEMC on allair-glass surfaces

« Nitrogen filled, completely waterproof magnesium body with O-ring seals

» Metal-reinforced, twist-up eye cups finished with rubber ﬂm

o Neoprene neck strap and soft case included

 5-year warranty

ECOTONE BINOCULARS AD-7 SERIES
AD-7 10x42

The most popular binocular in our offer.

Perfect for wildlife observations - recommended

for birdwatching. Outstanding optical performance.

Kamakura Japan
for Ecotone

« Bright with excellent image resolution

« High-reflection coating on prisms

« Phase-correction coating on prisms

« Fully multicoated on all air-glass surfaces

« Rubberized, lightweight, waterproof, nitrogen-filled
body

o Metal-reinforced twist-up eye cups finished with rubber

« Neoprene neck strap and soft case included

o 5-year warranty HOME
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ECOTONE BINOCULARS QD-7 SERIES
QD-7 8x28 & QD-7 10x28

Fantastic choice for ,,all-around“ viewing of birds
and other wildlife. Bright & perfect image resolution
and edge to edge sharpness.

« Small and compact, rubber armored body

» Complete waterproof with tight O-ring sealing
« Fog proof with dry nitrogen filled body

« Complete waterproof chassis

« Phase correction enhances resolution and contrast

« Metal-reinforced, finished with a rubber pop-up eye cups
« Neoprene neck strap and soft case included
e 5-year warranty

Kamakura Japan
for Ecotone

Ecotone Sp-80 Spotting Scope

Designed to deliver outstanding optical quality and reliability. Manufactured to withstand
severe conditions and to operate anywhere. Tested thoroughly in long-term Arctic and African
research expeditions.

o Ultra-low-dispersion and high-resolution ED lenses

« Plasma coating on the outside surface of the eyepiece and objective lenses

« Newly designed coatings used: SHR on prisms and FEMC on all air-glass surfaces

« Bayonet-mounted eyepieces and photo adapters available

» Metal-reinforced and finished with rubber twist-up eye cup on zoom eyepiece

« Nitrogen-filled, completely water proof, covered with natural rubber, durable body
« Slide-on hood, aiming line and rotating tripod mount

e 5-year warranty

(LW

Kamakura Japan E
for Ecotone
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GPS TELEMETRY

Ecotone offers a wide selection of GPS telemetry trackers, all with remote programming and data

download. The experience gained over the years under research has enabled us to introduce own

solutions, adapted to the research projects and reflecting specific requirements of the species.

Milestones:

UHEF transmission included in all GPS-GSM trackers from 2020;
Almost unlimited & low cost data transfer via GPRS/3G;
Over-the-air (OTA) automatic firmware upgrade via 3G link;
Detailed daily activity reports based on acceleration sensor.

Key features:

Independently programmable GPS-SMS and GPS-GPRS/UHF data collection;
Worldwide & USA 2G/3G quad band HSPA/GSM communication range;
Data access & programming: from web profile or via long range (LR) UHF link;
OTA - automatic firmware upgrading via GPRS /3G network;

GPS intervals: from 1 minute to 24 hours or 1s to 30s in bursts;

GPS controlled by: duty-hours schedule, light sensor (day/night),

immersion or motion sensor;

Data export to MOVEBANK;

Long-life rechargeable battery;

Highly efficient solar charger, works as well in a low light conditions;

2 GB memory capacity allows to record totally >10 million data records

Functions:

“No GPS signal”- detects weak GPS signal and switches off logger in a burrow etc.;

“Stops in the base range” - UHF base station signal can terminate the GPS data collection to
protect the battery in a burrow, den or when animal is in the nest;

UHF digital telemetry. It has ~50% bigger range than UHF communication link. Enables
easier animal locating and getting close enough to download the data. It is not for tracking
like with VHF;

GPS can be controlled by the acceleration sensor - logger records positions only when animal
is moving. This feature allows to track movements with better resolution and save energy
when object does not move;

All loggers are equipped with acceleration sensor and can collect raw acceleration data
recorded in programmable (1-30 Hz ) bursts as well record precise daily activity reports;
The “activity report 480” for the GPS-UHF-GPRS download not increases the power
consumption and not increases data transmission significantly. Records are collected every
3 minutes and consists of an amount of recorded movements, sampled every 4 seconds and
summarised separately for the X, Y, Z axis (3x480 records daily).

Acting as a “flying base station” to receive data from smaller Ecotone UHF loggers anywhere
in the world.
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The graphs below show one day of activity data of the same vulture individual, recorded simulta-
neously with the use of three different methods.

o Activity report 48 (48 points/day x 3 axis)
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ECOTONE GPS LOGGERS: GSM-GPRS-UHF
(UHF-LRD - LONG RANGE DOWNLOAD)

Advanced & multifunctional GPS loggers with multichannel data transmission via Worldwide &
USA 2G/3G quad band HSPA/GSM and long range UHE. Designed for worldwide all-year-round
animal tracking in fine resolution. Except GPS tracks, can be collected precise activity reports,
raw acceleration data recorded in bursts, diving depth profiles, barometric pressure, temperature,
immersion duration and more. Data are collected into GPS-SMS and GPS-GPRS/UHF
transmission in separate memory banks, which are individually programmable. All loggers from
this group are available in versions with GSM-GPRS-UHEF or only with UHF communication.

ECOTONE GPS LOGGERS:
UHF (UHF-SRD - SHORT RANGE DOWNLOAD)

The smallest and the lightest GPS trackers from our offer. Remote programming and data access
via UHF link - no need to recapture animals. Designed for tracking animals (birds, bats, reptiles)
during the breeding season that regularly return to their nests, burrows etc. As well all-year-
round tracking of migrants is possible, but with data download when tagged animals will be again
in the UHF range. Except GPS tracks, can be collected diving depth profiles, barometric pressure,

temperature, immersion duration and more.
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Ecotone GPS loggers accessories:
BS-P5 UHF base station

The base station is necessary to download data from the loggers equipped with UHF SRD or LRD
link as well as to change loggers’ settings. Base station can be hand-operated as well as installed
for automatic data download in place visited by the tagged animals., ie.: in the colony, near the
water holes or roost. When base station works continuously, loggers will upload collected data
each time when appear in the base station range. Presence in the range (in the colony, nest, roost)
will be also recorded in a base station memory. The base station signal can disable GPS data
collection when logger is in its range, to save energy.

Key features:

»  enables remote, automatic data download from the loggers and sending new settings to all
Ecotone GPS-UHF trackers;

o distance of bidirectional communication varies between 200m to
6 km and depends on the logger’s specification, antenna’s version and field conditions.

o records data in a 2GB internal memory without connection to the PC; for data safety base
station uses double memory banks (one
as a backup);

o power supply by the battery grip, any USB charger or dedicated rechargeable power bank
which can work with a solar charger.
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CLIK FOR MORE INFO

CREX

Advanced & multifunctional GPS logger for worldwide animal tracking in fine resolution and for

all year round. Available in versions with GSM-GPRS-UHF or only with UHF communication.

¢ Dimensions (L/W/H): 40x18x18 mm
o Weight: 14g

o Body mass from: 700g

«  Mounting method: backpack

o Data transfer: SMS/GPRS/UHF

« Solar charger: Yes

o Antenna: external

o Designed for: birds

CLIK FOR MORE INFO

KITE -L

Advanced & multifunctional GPS logger for worldwide animal tracking for all year round.

Examples of use on birds with thin plumage and short feathers which will not cover solar charger

on a low profile housing.

¢ Dimensions (L/W/H): 50x27x18 mm
o Weight: 16,9g

« Body mass from: ~570g

«  Mounting method: backpack

o Data transfer: SMS/GPRS/UHF

o Solar charger: Yes

« Antenna: internal
o Designed for birds: e.g. Common buzzard, Peregrine Falcon, Great cormorant,

European herring gull
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KITE -M CLIK FOR MORE INFO

Advanced & multifunctional GPS logger for worldwide animal tracking for all year round.
Examples of use on birds with thicker plumage which may cover solar charger on a low profile
housing.

o Dimensions (L/W/H): 50x27x24 mm
o Weight: 19¢g

o Body mass from: ~640g

« Mounting method: backpack
 Data transfer: SMS/GPRS/UHF

« Solar charger: Yes

o Antenna: internal

o Designed for birds: e.g. Black Grouse, Northern pintail, Caracara, Red Kite

CLIK FOR MORE INFO

KITE -H

Advanced & multifunctional GPS logger for worldwide animal tracking for all year round.
Examples of use on birds with thick plumage and long feathers. Designed for: e.g. Mallard duck,
Osprey, Greater spotted eagle, White stork.

¢ Dimensions (L/W/H): 50x27x28 mm
o Weight: 19,8g

o Body mass from: ~680g

«  Mounting method: backpack

o Data transfer: SMS/GPRS/UHF

o Solar charger: Yes

o Antenna: internal

Photo: Didier Vangeluwe
Royal Belgian Institute of Natural Sciences
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GPS-UHF SRD TRACKERS

The smallest and the lightest GPS trackers from our offer. Designed for tracking animals which
regularly return to their nests, burrows etc. during the breeding season. Programming and data
access are possible via UHF link - there is no need to recapture animals. All-year-round tracking
of migrants is also possible, but with data download after their return in the base station range.

CLIK FOR MORE INFO

ALLE-60
The smallest and lightest GPS tracker from our offer.

Designed for tracking animals (birds, bats, reptiles) during the breeding season that regularly
return to their nests, burrows etc.

« Dimensions (L/W/H): 26x16x10 mm
» Weight: 4,5¢

« waterproof: up to ~10m depth

» Mounting method: backpack

« Data transfer: SMS/GPRS/UHF

« Solar charger: No

 Antenna: external

« Designed for: birds. Examples of use on: little auks, small owls, bats.

ALLE-60, ALLE-100, URIA-60, URIA-100, URIA-300, STERNA, PICA

COLLARS & OTHER TAGS FOR MAMMALS

Remote programming and data download. Some models can be equipped with a drop-off system.
Strong and comfortable belts, waterproof housings, well designed shape and size, individually
adapted to the project requirements.

-

FELIS GPS with drop-off, FLYING FOX GPS, IMPALA GPS, BOAR GPS,
DEER GPS, TURTLE-C GPS, HORSE TAIL GPS, GANNET GPS, WING TAG
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ECOTONE

e S o0 25SOCiation of professional ornithologists and ecologists.
Since 1993, we produce various kinds of mist nets for catching birds and
bats. The quality and efficiency of our nets are the result of more than
30 years experience in field work. All our mist nets have been thoroughly
tested by the Ecotone team in conditions as diverse as the snowy Arctic,
tropical forests and deserts. They are also continually tested by thousands
of customers in countries around the world.

WE ARE REPRESENTED IN:

y
Brazil, Columbia, Czech Republic, Finland, France, United Kingdom, Germany,
Hungary, Iran, Israel, The Netherlands, USA, Portugal, South Africa and Spain.

ORDERS:
r
« Visit our e-shop at www.ecotone.com.pl or order by e-mail with the cata-
logue code and quantities of the items you need.
« Please do not make any prepayment before getting our pro forma invoice.
« Prices do not include VAT or any taxes due in your country.
« We accept payment by credit card or bank transfer.
« We usually send goods abroad by FedEx.

SPECIAL ORDERS:
I

« We can produce bulk quantities of any nets with length, height, mesh
size, number of shelves and kind of netting specified by the customer.

« We also manufacture special-purpose nets such as dho-gaza or canopy
nets, on request.

» We can adapt the length up to 24 m and height of nets, as well as the number
of shelves to meet particular needs.

projekt oktadki: ANNA ILISZKO

ZECOTONE"

n To order visit our e-shop:

www.ecotone.com.pl
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